
 Install a Rain Barrel /
Redirect Your GutterS 
 Installing a rain barrel  
or redirecting your rain 
gutters to your lawn  
or garden reduces the 
amount of water that  
gets carried into the  
storm drains.

SCOOP your dog’s  
POOP all year long 
 Dog poop can contribute 
phosphorus and E. coli to 
the streams, rivers and 
Lake Champlain, causing 
algae blooms and bacteria 
outbreaks.

Reduce / Avoid 
lawn Fertilizers 
 Stormwater runoff can 
wash fertilizers into the 
storm drains, bringing the 
nutrients that feed algae 
blooms into the rivers, 
lakes, and streams. 

 Practice eco-friendly 
car Care
Washing your car on 
pavement will send 
detergents directly  
into storm drains. Use  
a commercial car wash  
or wash your car on  
your lawn.

By reducing stormwater 
runoff around your house, 
you can minimize the 
amount of pollutants and 
sediment it carries into 
storm drains, streams rivers 
and lakes. 

How can you help keep  

Lake  
Champlain  
clean?

What Can you do?



How does rain and stormwater 
runoff affect Lake Champlain?
Excess water from rain or snowmelt flows 
over hard surfaces like driveways, side-
walks, and streets, picking up pollutants 
such as oil, grease, chemicals, nutrients, 
metals, and bacteria. These flow into 
stormwater systems or directly to streams, 
rivers, and eventually Lake Champlain.

The actions of every person in Chittenden County can 
impact local streams and rivers, which in turn affect  
Lake Champlain. By taking small steps around your 
home, you can help reduce runoff, as well as the pollu-
tants that enter local streams and rivers and help keep 
Lake Champlain clean. 

Rethink Runoff is a campaign that raises awareness  
and educates citizens across a nine-municipality area in 
Chittenden County, Vermont about stormwater runoff 
and it effects on streams, rivers and Lake Champlain. 

rethinkrunoff.org



Here’s are a few things we do:

water quality monitoring
Join our team!
Join our team of citizen-science volunteers who collect 
water samples from streams on a bi-weekly basis 
throughout the summer. These samples are vital in 
helping to monitor trends in levels of phosphorus, and 
chloride (road salt) in our waterways.

Adopt-a-Rain Garden
Slow the flow!
Do you have a green thumb? Help us keep our rain 
gardens clean and healthy. Rain gardens help to “Slow 
the Flow” by absorbing and filtering rainwater. Volunteers 
sign up for 1-2 years of stewardship and help with spring 
mulching and periodic weeding. The gardens capture 
their own water, so they don’t require much maintenance!

Learn more about The Stream Team at  
RETHINKRUNOFF.ORG/THESTREAMTEAM

The Stream Team is a group of clean water-
minded volunteers working to improve water 
quality in the Lake Champlain Basin

We offer volunteer opportunities, engaging 
events, and educational workshops.

what can you do to help reduce  
STORMWATER runoff? 

SIGN UP TODAY AND JOIN…



Stream Clean-Ups
Get involved!
Stream Team volunteers help recover trash that has 
washed into the waterways. From tires to old toys, we 
never know what we’ll find. This is a great way to get 
involved if you don’t mind getting wet and getting your 

hands dirty for conservation.

Workshops and Events
Come together!
Throughout the year, we offer a variety of workshops on 
topics like green lawn care or how to build a rain barrel. 
We often organize storm drain mural painting contests, 
bringing together art and clean water messages. We are 
also available to present to school groups, homeowners 
associations, or community groups. 

Rethink Runoff is a campaign that raises awareness  
and educates citizens across a nine-municipality area in 
Chittenden County, Vermont about stormwater runoff 
and it effects on streams, rivers and Lake Champlain. 

rethinkrunoff.org



What can you do to help reduce 
stormwater runoff?

A rain garden is a specially designed 
landscaped areas that provides natural 
places for rainwater to collect and soak  
into the ground.

Rain from roof downspouts or paved areas is directed 
to a rain garden to allow it to pool for a short period of 
time. The water then soaks into the ground where it is 
cleaned by the plants and microbes in the soil.

This water recharges the ground water supply which 
maintains the ecological balance in nearby streams. Most 
importantly, a rain garden prevents rapid and excessive 
discharge of stormwater which causes erosion.

All it takes is a little planning, a shovel, some plants, and 
some mulch. It is easy and can be dug and planted in an 
afternoon.

 Learn more about rain gardens at 
 RETHINKRUNOFF.ORG/RAINGARDEN

Install a  

RAIN GARDEN



FAQs ABOUT  
RAIN GARDENS
Does a rain garden form a pond?
No. After most storms, a properly constructed rain 
garden will absorb water within a period of 24 hours 
and not more than 48 hours for larger storms 
depending on the soil type.  

Do mosquitoes breed in rain gardens?
No. Mosquitoes require 7 to 12 days of standing water to 
lay and hatch eggs. Standing water will only last a few 
hours after most storms.  

Do they require maintenance?
Like any garden, diligent weeding and watering will be 
needed in the first two years. As the garden matures, 
maintenance requirements will lessen. Plants may need 
to be thinned after a few years.  

How much does a rain garden cost?
The cost varies depending on who does the work, the 
size of the garden, where the plants come from, and the 
planting density. If you purchase the plants and 
materials but you do all the labor, the cost will be 
roughly $4–$6 per sq ft. If you hire a professional to 
design and install the garden, it will cost roughly 
$10–$14 per sq ft.

Rethink Runoff is a campaign that raises awareness  
and educates citizens across a nine-municipality area in 
Chittenden County, Vermont about stormwater runoff 
and it effects on streams, rivers and Lake Champlain. 

rethinkrunoff.org



TO LEARN MORE ABOUT REDUCING STORMWATER RUNOFF, 
VISIT RETHINKRUNOFF.ORG

HOW TO BUILD 

a rAIN BARREL
What is a Rain Barrel?
A rain barrel is a container that collects rain water from 
rooftops (this is called stormwater runoff). Rain barrels come 
in several different shapes and sizes, but they all do the same 
thing: they save water and decrease stormwater runoff. 
Placed at the base of a downspout, a typical rain barrel can 
hold 55–75 gallons of water at one time.

How can I use the water collected 
in my Rain Barrel?
Water collected in a rain barrel should NOT be used for 
drinking, or cooking. We also do not recommend using this 
water to irrigate vegetable garden beds. So what can you 
use it for?

• Water house plants

• Clean your tools

• Water lawns and trees

• Water flower gardens

• Wash your car

Considerations Before You Build:
•  Your rain barrel must have an overflow to a safe discharge 

point away from your home and foundation. Details about 
installing an overflow are included in the instructions.

•  If you use a moss-control product on your roof, be sure 
to use a product that is garden-safe.

•  The rain barrel must be located at the base of one of the 
downspouts draining your roof. You may want to install 
your rain barrel nearest to where you will use the water 
in your yard. 

•  Keep the lid secure so children or animals cannot fall in.

•  Elevate your rain barrel slightly on a secure raised 
foundation (a full rain barrel may weigh over 400lbs!) to 
make access to the spigot easier. A few stacked cinder 
blocks work well, or you can build a stand from lumber.

•  Empty your rain barrel often so that it has room to catch 
water from the next rainfall

•  Make sure the rain barrel remains securely screened to 
prevent mosquito entry

• You can attach a hose to the spigot to fill a watering can.

Materials
  1 55 gallon plastic barrel

   1 Boiler Drain Spigot—Heavy Duty, Brass male threaded, 
½"

  2 Rubber Garden Hose Washers

  1 Locking Nut: Rigid Conduit Locknut Steel ½"

   1 Hose Barb for a sump pump 1 ¼" (Adapter Insert Poly, 
1.25 MPT)

  1 Sump Pump Hose: 1 ¼" x 8" Discharge hose

   1 Soffit Vent: Maurice Franklin RLW-100 4" round 
aluminum screen louver

  Plumber’s Tape

  Caulk (clear acrylic)

  Tools

  Drill 

  Hacksaw

  Flashlight

  Drill Bits: 3/4" wing bit

  1 5/8" hole saw

  4"hole saw

www.rethinkrunoff.org


TO LEARN MORE ABOUT REDUCING STORMWATER RUNOFF, 
VISIT RETHINKRUNOFF.ORG

1. Attach the Spigot
Using the 3/4" wingbit, drill a hole 
about 6–8" from the bottom of 
the barrel.

Wrap the spigot with plumber’s 
tape and place a rubber washer 
flush against the base of 
the threads. 

 Screw the spigot into the hole 
until the fitting is snug.

 From the inside of the barrel, 
place the other rubber garden 
hose washer over the threads of 
the spigot and tightly screw the 
locking nut on the threads. (A 
flashlight may come in handy for 
this step)

 Spread a layer of acrylic caulk 
around the outside of the spigot 
for added protection. 

2. Install the Overflow
 Use the 1" hole saw to drill a 
hole about 6" form the top of 
the barrel. The hole should be 
at a 90° angle from the spigot 
location.

Screw the sump pump hose 
barb into the hole; it should be 
a snug fit. 

 Attach an 8' section of the sump 
pump hose over the hose barb. 

3. Install Screen
 Use the 4" hole saw to drill a 
hole in the lid of the barrel. Drill 
slowly and with caution, as a 4" 
hole saw creates lots of torque—
drilling too quickly could cause 
damage to the barrel or to you. 

www.rethinkrunoff.org


TO LEARN MORE ABOUT REDUCING STORMWATER RUNOFF, 
VISIT RETHINKRUNOFF.ORG

3. Install Screen
Drop the soffit vent into the 
hole (it may be a loose fit) to 
prevent debris from entering 
your water supply.

Congratulations, it’s time to start 
collecting rain water and reducing 
stormwater runoff!

4.  Connecting the Rain Barrel 
to your Downspout

There are many methods of attaching a rain barrel to your 
downspout. This is one of the easiest and most affordable. 
You can research other methods online or chat with folks 
at your local hardware store to assess options.

Tools:
   Hacksaw

   Drill

   Tape measure

   Screwdriver or nut driver

   Pliers or crimpers 

   Downspout elbow to route the downspout to the barrel

   Clincher strap (attaches downspout and barrel to house)

   Small pieces of wood blocking to use behind clincher 
strap (if necessary)

Cut the downspout with a hacksaw so that the elbow will sit 
just above the rain barrel inlet. Attach the elbow over the 
downspout with a screw and secure the downspout to the 
house with the strap. Or you can simply cut your downspout 
about 4" above the top of the barrel (on top of cinder blocks 
or another foundation), add an elbow, and make any final 
adjustments to the base and barrel.

Maintenance and Efficiency
•  Clean gutters will allow the rain barrel system to perform 

as intended

•  Make sure gutters are tilted to direct water to downspouts 
and fix low spots or sagging areas along the gutter line 

• Make sure roof flashing directs water into the gutter.

•  Clean out the rain barrel and check for leaks at once a 
year. Check and clear downspout elbows, rain barrel 
screening, and overflow to prevent clogging. Caulk any 
gutter, downspout, barrel, and overflow leaks and holes.

•  If overflow is to a surface infiltration area, monitor the 
overflow area. Make sure water drains away from 
structures and does not flow onto pavement, sidewalks, 
or neighboring properties.

•  To avoid problems with freezing, remove rain barrel and 
store empty for the winter

These plans were developed by the Rethink Runoff Stream 
Team in Chittenden County, Vermont. If you use these 
instructions to build a barrel, drop us a line—we’d love to 
see photos of the finished piece. Tag us on or send us an 
email at rethinkrunoff@gmail.com.

To learn more about reducing stormwater runoff and how 
to get involved visit: rethinkrunoff.org

www.rethinkrunoff.org
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